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We propose and demonstrate a technique called wavelength-encoded tomography (WET) for non-
invasive optical cross-sectional imaging, particularly beneficial in biological system. The WET uti-
lizes time-lens to perform the optical Fourier transform, and the time-to-wavelength conversion
generates a wavelength-encoded image of optical scattering from internal microstructures, analo-
gous to the interferometery-based imaging such as optical coherence tomography. Optical Fourier
transform, in principle, comes with twice as good axial resolution over the electrical Fourier trans-
form, and will greatly simplify the digital signal processing after the data acquisition. As a proof-
of-principle demonstration, a 150 -lm (ideally 36 lm) resolution is achieved based on a 7.5-nm
bandwidth swept-pump, using a conventional optical spectrum analyzer. This approach can poten-
tially achieve up to 100-MHz or even higher frame rate with some proven ultrafast spectrum ana-
lyzer. We believe that this technique is innovative towards the next-generation ultrafast optical
tomographic imaging application.VC 2014 AIP Publishing LLC.
[http://dx.doi.org/10.1063/1.4893948]
Tomographic imaging technologies such as the com-
puted tomography by x-ray,1 magnetic resonance imaging
(MRI),2 ultrasound imaging,3 and optical coherence tomogra-
phy (OCT)4 have found widespread applications in micro-
scale bio-medical imaging. Among these technologies,
optical tomography system (e.g., OCT) is advantageous in
terms of resolution, owing to its short wavelength.4,5 Optical
frequency is far beyond the detectable range of electrical
means, and OCT system leverages the low frequency beating
introduced by the interferometer to differentiate the reflective
depth.4 On the other hand, some straightforward methods like
the radio detection and ranging (RADAR) or the optical time
domain reflectometer (OTDR)6 can only measure large-scale
distance, where the resolution is limited by the bandwidth of
the oscilloscope. Fortunately, an ultrafast optical oscilloscope
is available with the advance of the time-lens approach,
which resolved 200-fs short pulse in the spectral domain.7
The combination of these two schemes (OTDR and the time-
lens oscilloscope) can directly convert the tiny depth differ-
ence into wavelength shift, which provides a promising
solution for the advanced ultrafast tomographic applications,
and we call it wavelength-encoded tomography (WET). This
technique overcomes the inherited speed limitation of the
OCT, and also potentially improves the resolution in per-
forming non-invasive cross-sectional imaging.
However, the femtosecond pulse required by the time-
lens oscilloscope in Ref. 7 will inevitably encounter undesir-
able nonlinear effects in biological samples, which will affect
the imaging quality of the linear scattering system (e.g.,
OCT). Therefore, the single time-lens focusing structure in
Ref. 7 is adjusted to two time-lenses, with opposite focal
group-dispersion delays (GDDs), to avoid the ultra-short
pulse interacting with the sample. Figure 1 shows the tempo-
ral ray diagram of the WET configuration, which can be
understood by the space-time duality.8 Here, the spatial dis-
tance (d) along the vertical axis corresponds to the temporal
delay (Dt), while the spatial axial angle (h) corresponds to the
temporal wavelength (Dk). In Fig. 1(a), one converging lens
and one diverging lens with identical focal length (f) are
aligned with each other, and tilting of the axial angle (h¼ d/f)
is achieved by the offset (d) between these two lenses along
the vertical axis (Fig. 1(b)).9 Therefore, in the temporal do-
main, these two corresponding time-lenses can realize the lin-
ear optical mapping between the reflective temporal delay
(Dt¼ 2d/c) and the wavelength (Dk). More importantly, no
short pulse is involved throughout this process, and the
energy is distributed uniformly along the time span.
From the practical point of view, these two time-lenses
are implemented with the swept-pumped four-wave mixing
(FWM) process (Figs. 1(c) and 1(d)), owing to the required
large swept bandwidth and less than gigahertz frame
rate.10,11 Here, the identical focal GDD (Uf) are achieved
with the same swept-pump, while the converging and diverg-
ing features are realized with different parametric mixing
directions, from short wavelength to long wavelength and
vice versa. After time-lens 1, the newly generated idler is
launched to illuminate a reflective sample, which will scatter
the idler along the temporal axis before combining together
with the same swept-pump in time-lens 2. Ideally, the time-
lens 2 will generate a quasi-CW source as the input signal,
and the delayed idler will change its wavelength, as the
dashed and dotted lines shown in Fig. 1(d). This mechanism
provides a linear relation between the reflection depth (d)
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where c is light velocity, DL is the swept-pump dispersion
(suppose it is generated from stretched pulse), and e ¼ 4/cDL
is the depth-to-wavelength ratio. The detailed derivation of e
can be obtained from Fig. 1(d) and Ref. 11.
Figure 2 illustrates the detailed experimental setup of
these two time-lenses. A pulsed source (500-fs pulsewidth,
kBW¼ 7.5 nm) passes through a spool of 1-km single-mode
fiber (SMF-28, DL¼ 17 ps/nm) to generate the swept-pump
for the two-stage FWMs.10,11 Here, the FWM leverages the
third-order nonlinear susceptibility in two spools of 50-m
highly-nonlinear dispersion-shifted fibers (HNL-DSFs), with
the zero-dispersion wavelength at 1554 nm. In the first-stage
FWM (the left shaded box in Fig. 2), 1-mW CW signal (S1)
and the swept-pump (amplified to 100 mW) generate the
idler (I1) with doubled swept range, as shown in Fig. 3(a).
This idler (I1, 0.5 mW) is filtered out by a wavelength-
division multiplexing (WDM) filter, and amplified to 5 mW
by an L-band Erbium doped fiber amplifier (EDFA) before
illuminating the sample.
The sample arm introduces 10-dB loss, and different
reflection depths scatter the idler (I1) with corresponding
temporal delays. Here an optical delay line in the sample
arm synchronizes the scattered idlers (S2, as the signal for
the second-stage FWM) with the second swept-pump.
Therefore, after the second-stage FWM, the idler (I2, 0.2
mW) is generated at the original signal wavelength, as
shown in Fig. 3(b). The idler (I2) spectrum, captured by a
conventional optical spectrum analyzer (OSA, Yokogawa
AQ6370C, 0.05-nm resolution), can manifest the spatial in-
formation (A0, A1, and A2 in the sample arm of Fig. 2), and
shown as different colors (k0, k1, and k2) in the output spec-
tra of Fig. 2. Moreover, the two time-lenses configuration
employs a CW source as the signal, and no synchronization
FIG. 2. Experimental setup of the WET system. The two-stage FWMs are
based on two spools of 50 -m HNL-DSF, and they share the identical swept-
pump, which is generated from the dispersive stretched pulse source. The
idler (I1) of the first-stage FWM comes to the sample arm, and the reflective
delayed idler (S2) is coupled into the second-stage FWM as the signal. The
newly generated idler (I2) is the output signal and is detected by the OSA,
since the depth information is encoded on the wavelength.
FIG. 3. Spectra of the two-stage FWM in the WET system. (a) A CW signal
(S1) and a swept-pump generate an idler (I1) with doubled swept range. (b)
Temporally delayed and re-amplified idler (S2) is combined with the identi-
cal swept-pump to retrieve a CW idler (I2) overlap with the input CW
source. The inset shows the spectrum broadening of the retrieved CW idler
over the original CW signal.
FIG. 1. Principle of the depth-to-wavelength conversion by WET system.
Based on the space-time duality, the spatial axial angle corresponds to the
wavelength in the temporal domain. (a) and (b) In the spatial domain, tilting
the axial angle of a parallel beam by the offset between two complementary
lenses (one converging lens and one diverging lens with identical focal
length) along the vertical axis. (c) and (d) In the temporal domain, two com-
plementary time-lenses are implemented by the swept-pumped FWM pro-
cess, and the slope of the swept-pump and the idler (I1) are shown in Fig.
1(c). The temporal offset delay is introduced by the depth reflective sample,
thus different spatial depth in the reflective sample will convert to different
wavelength at the output.
091109-2 C. Zhang and K. K. Y. Wong Appl. Phys. Lett. 105, 091109 (2014)
 This article is copyrighted as indicated in the article. Reuse of AIP content is subject to the terms at: http://scitation.aip.org/termsconditions. Downloaded to IP:  147.8.31.43
On: Mon, 12 Oct 2015 03:21:05
is required between the signal and pulsed pump, compared
with Ref. 7. The overall setup can be pictorially viewed as a
“lock” system: the FWM1 locks a swept-pump onto the CW
signal, and the FWM2 using the same swept-pump as a
“key” to unlock the temporal delay (i.e., reflection depth in-
formation) from the wavelength shifting.
Then, we evaluated the layers resolving performance of
the WET system. According to the relation shown in Eq. (1),
the output wavelength shift (Dk) is directly proportional to
the reflection depth (d). To quantitatively characterize this
feature, a precision translation stage was introduced to con-
trol the reflective mirror, which was moved with 1.25-mm
separation across 11-mm range, and the results are shown in
Fig. 4. It can be observed that the 3-dB observation range
was up to 1 cm and the depth-to-wavelength mapping ratio
was e¼ 0.8 nm/mm, matched well with Eq. (1). In this WET
system, the spatial resolution (RWET) refers to the capability
of an optical imaging system to distinguish different layers,
which can be calculated with the spectral width (dk) and the
mapping ratio (e). The ideal dk is determined by the temporal
pulsewidth (kBWDL), which will be narrowed by the FWM
process.10 Noted that dk is also limited by the high frequency
intensity fluctuation of the swept-pump. Suppose there is no
intensity fluctuation over the envelope of the swept-pump,
and phase-matching condition is satisfied over the whole
conversion range, then the spatial resolution of the WET sys-
tem can be shown as












where kBW is the full-width at half-maximum (FWHM) of
the swept-pump spectrum. Based on the experimental pump
bandwidth (kBW¼ 7.5 nm), the ideal spatial resolution should
be 36 lm. Compared with OCT,4 the WET system can, in
principle, achieve four times sharper resolution with the
same bandwidth (kBW) based on Eq. (2). The intuitive under-
standing can be briefly explained as follows: First, the
doubled frequency relation from the swept-pump to the idler
in the FWM (i.e., the idler bandwidth can be doubled of the
pump), which contributes a factor of two; second, the optical
Fourier transform (i.e., WET) achieves better temporal reso-
lution over the digital (electrical) Fourier transform (i.e.,
OCT) by another factor of two. Specifically, the optical
Fourier transform by the time-lens has taken into account of
the phase term, while the electrical Fourier transform in
OCT is performed after the square-law photodetector, which
only considers the intensity part. The second factor of two is
guaranteed, while the first factor (conversion bandwidth)
might be limited by the phase-matching condition of the
FWM.12
The spectra of these two-stage FWMs are shown in
Fig. 3, and it is noted that the idler (I1) bandwidth (10 nm) is
not ideally doubled as that of the swept-pump (7.5 nm),
owing to the higher-order dispersion induced phase mis-
match. Therefore, the conversion bandwidth also limited the
resolution, and the phase matching condition requires shorter
HNL-DSF with lower dispersion coefficient (D) and slope
(S). Some advanced dispersion-engineered nonlinear me-
dium, such as the silicon waveguide, helps to achieve 100-
nm FWM wavelength conversion bandwidth,13 which will
benefit the implementation of the WET system in the near
future. The inset of Fig. 3(b) shows the comparison between
the input and the output spectra, which is broadened from
0.05 nm (OSA resolution) to dk¼ 0.12 nm. Two factors con-
tribute to this spectral broadening effect: first, the phase-
mismatching decreases the pulsewidth of idler (I1) by 30%,
since its bandwidth is degraded from 15 nm to 10 nm after
FWM1 (as shown in Fig. 3(a)). Considering the same nar-
rowing effect in FWM2, the pulsewidth of idler (I2) will
decrease by half, namely broaden the spectral width by a fac-
tor of two (from 0.03 nm to 0.06 nm). Second, the temporal
intensity fluctuation of the swept-pump introduced another
factor of two to the spectral width of the idler (I2) from
0.06 nm to 0.12 nm. According to the measurement in Fig. 4
(based on the OSA with 5-Hz frame rate), the corresponding
resolution of our WET system is RWET¼ dk/e¼ 150 lm,
which is four times degraded from the ideal case in Eq. (2).
To capture the 2D cross-sectional image, a galvo mirror
(M1) is proposed to scan in the sample arm as shown in the
top box of Fig. 5. The two time-lenses WET system can opti-
cally convert the depth information to spectrum, and another
essential part is capturing the spectrum to construct the 2D
image. In this sense, it is similar to the spectral-domain OCT
(SD-OCT), which also requires a spectrometer to capture the
spectral information.14,15 However, the spectrum in SD-OCT
carries the interference fringes, and further Fourier transform
is required to retrieve the depth information. While in the
WET system, the spectrum directly generates the depth infor-
mation (with better resolution over the SD-OCT), as long as
it can be captured by some synchronized single-shot spec-
trometer,16,17 this WET technique can be configured as an
ultrafast tomographic system. To fully utilize the 100-MHz
frame rate of the WET, here we introduce two methods: First,
dispersing the spectrum onto a spatial CCD sensor (Fig. 5(a))
and also combining with another scanning galvo mirror (M2)
along the horizontal direction to construct the 2D image. M1
and M2 are synchronized by the identical driving signal, and
the B-scan rate is only determined by the frame rate of the
CCD sensor (as high as kHz).18 Second, we can utilize a
recently demonstrated ultrafast optical spectrum analyzer,
FIG. 4. Characterization of the depth-to-wavelength interpretation in WET
system. By changing the spatial depth of a reflective mirror in the sample
arm, with around 1-mm separation and across 11-mm range, the wavelength
of the retrieved CW ilder (I2) also varies from 1536 nm to 1545 nm, which
matches well with their linear mapping relation. These traces are captured
by a conventional OSA, with 5-Hz frame rate.
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parametric spectro-temporal analyzer (PASTA), with 0.02-
nm resolution.17,19 Actually, the PASTA system can share
the same pump source of the WET system, which naturally
synchronizes these two systems together, therefore fully uti-
lizes the 100-MHz A-scan rate, as shown in Fig. 5(b).
With these proposed ultrafast spectral acquisition
modalities, we can approximately compare the OCT and
WET systems as shown in Table I. They are compared under
the same spectral bandwidth (7.5 nm), and the WET system
achieves the same resolution as the OCT, even with 4 times
degradation. There are two directions in narrowing the spec-
tral width: extending the conversion bandwidth, and reduc-
ing the intensity fluctuation of the swept-pump. Therefore,
our future work will include developing a more stable swept-
pump source, exploring a better nonlinear medium in achiev-
ing wideband FWM conversion, and implementing the
detection schemes proposed in Fig. 5.
In this letter, we propose and demonstrate an optical to-
mographic system, WET, based on optical temporal Fourier
transform, with 150 -lm resolution across 1-cm depth range.
The advantages of WET versus OCT include: (1) no sepa-
rated reference branch is required in generating the interfer-
ence pattern (fringes); (2) since the reference branch is not
required, the imaging speed will no longer be limited by the
mechanical component (such as moving the reference arm in
time-domain OCT to generate the fringes);4 (3) it is a pre-
dominantly ultrafast all-optical process, since the output
scattered signal directly reflects the spatial information, and
no post-processing is required compared with the SD-OCT;
(4) the WET system can, in principle, achieve four times
sharper resolution than the OCT system with the same spec-
tral bandwidth. Therefore, this WET system outlines a con-
vincing path in improving the A-scan rate and the imaging
quality, and also largely simplifying the system requirement.
As a proof-of-principle effort, though suboptimal in its reso-
lution, it demonstrates the essence of our proposed tech-
nique. We believe that this time-lens Fourier transform
based tomography concept will not only contribute to the de-
velopment of the optical imaging community but also
enlighten the research areas where more promising imaging
modalities are involved.
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